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Rules

Flexible Steel Rules
acc. to tolerance class II

• reading from left to right

• flexible version, small section
• stainless spring steel
• non glare, matt surface
• etched graduation for a clear reading
• CE classification at type A and type B

type A = mm / mm top and bottom 1/1 mm graduation
    
    
type B = ½ mm / mm top ½ mm and bottom 1/1 mm graduation
    
    
type C = inch / mm top 1/64 ; 1/32 and 1/16 inch graduation, 
    bottom ½ mm and 1/1 mm,

Numbering up to 500 mm lenght with continuing mm numbering at type A and type B.
With a cross section of 13 x 0.5 with cm numbering.

The rules from 1000 mm up to 4000 mm lenght with continuing cm numbering at type A and type B.
The rules up to 4000 mm length according to tolerance class II are qualified as reference pieces.

Therefore please order our calibration certificate together with the rule.
Steel Rules more than 4000 mm lenght are made according to workshop standard.

type A

type B

type C

1012010015

1012020015

1012030015

1010010015

1010020015

1010030015

mm €
€URO

Typ A Typ B Typ C

1010010010 1010020010 1010030010 100 13 x 0.5 1.11 12.50
1010010015 1010020015 1010030015 150 13 x 0.5 1.31 12.50
1010010020 1010020020 1010030020 200 13 x 0.5 1.55 12.50
1010010025 1010020025 1010030025 250 13 x 0.5 1.78 12.50
1010010030 1010020030 1010030030 300 13 x 0.5 1.98 15.50
1010010035 — — 350 13 x 0.5 2.26 15.50
1010010040 — — 400 13 x 0.5 2.58 15.50
1010010050 — — 500 13 x 0.5 3,17 15.50

1012010015 1012020015 1012030015 150 18 x 0.5 1.82 12.50
1012010030 1012020030 1012030030 300 18 x 0.5 2.50 15.50
1012010040 1012020040 1012030040 400 18 x 0.5 2.89 15.50
1012010050 1012020050 1012030050 500 18 x 0.5 3.37 15.50
1012010060 — — 600 18 x 0.5 4.51 30.50
1012010080 — — 800 18 x 0.5 5.60 30.50
1012010100 1012020100 1012030100 1000 18 x 0.5 8.32 30.50
1012010150 1012020150 1012030150 1500 18 x 0.5 12.92 42.00
1012010200 1012020200 1012030200 2000 18 x 0.5 20.34 42.00
1012010250 1012020250 1012030250 2500 18 x 0.5 24.17 54.00
1012010300 1012020300 1012030300 3000 18 x 0.5 27.40 54.00
1012010350 1012020350 1012030350 3500 18 x 0.5 30.04 66.00
1012010400 1012020400 1012030400 4000 18 x 0.5 57.94 66.00
1012010500 1012020500 — 5000 18 x 0.5 66.65 78.00
1012010600 1012020600 — 6000 18 x 0.5 87.95 78.00

1016010030 — — 300 20 x 1.0 5.15 15.50
1016010050 1016020050 1016030050 500 20 x 1.0 7.26 15.50
1016010100 1016020100 1016030100 1000 20 x 1.0 12.15 30.50
1016010150 1016020150 1016030150 1500 20 x 1.0 23.64 42.00
1016010200 1016020200 1016030200 2000 20 x 1.0 27.60 42.00
1016010250 1016020250 1016030250 2500 20 x 1.0 39.42 54.00
1016010300 1016020300 1016030300 3000 20 x 1.0 44.83 54.00
1016010350 1016020350 1016030350 3500 20 x 1.0 50.25 66.00
1016010400 1016020400 1016030400 4000 20 x 1.0 73.92 66.00
1016010500 1016020500 — 5000 20 x 1.0 84.54 78.00
1016010600 1016020600 — 6000 20 x 1.0 97.45 78.00

INOX

II

DIN
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Rules

Flexible Steel Rules
acc. to tolerance class II

• reading from right to left

• flexible version, cross section
• stainless spring steel
• non glare, matt surface
• etched graduation for a clear reading

type A = mm / mm top and bottom 1/1 mm graduation
    
    
type B = ½ mm / mm top ½ mm and bottom 1/1 mm graduation
    
    
type C = inch / mm top 1/64 ; 1/32 and 1/16 inch graduation, 
    bottom ½ mm and 1/1 mm,

type A

type B

type C

1013010015

1013020030

1013030015

Numbering up to 500 mm lenght with continuing mm numbering at type A and type B.
With a cross section of 13 x 0.5 with cm numbering.

The rules from 1000 mm up to 4000 mm lenght with continuing cm numbering 
at type A and type B.

The rules up to 4000 mm length according to tolerance class II are qualified 
as reference pieces.

Therefore please order our calibration certificate together with the rule.
Steel Rules more than 4000 mm lenght are made according to workshop standard.

1011010015

1011020015

1011030015

mm €
€URO

Typ A Typ B Typ C

1011010010 1011020010 1011030010 100 13 x 0.5 1.11 12.50
1011010015 1011020015 1011030015 150 13 x 0.5 1.31 12.50
1011010020 1011020020 1011030020 200 13 x 0.5 1.55 12.50
1011010025 1011020025 1011030025 250 13 x 0.5 1.78 12.50
1011010030 1011020030 1011030030 300 13 x 0.5 1.98 15.50
1011010035 — — 350 13 x 0.5 2.26 15.50
1011010040 — — 400 13 x 0.5 2.58 15.50
1011010050 — — 500 13 x 0.5 3.17 15.50

1013010015 1013020015 1013030015 150 18 x 0.5 1.82 12.50
1013010030 1013020030 1013030030 300 18 x 0.5 2.50 15.50
1013010040 1013020040 1013030040 400 18 x 0.5 2.89 15.50
1013010050 1013020050 1013030050 500 18 x 0.5 3.37 15.50
1013010060 — — 600 18 x 0.5 4.51 30.50
1013010080 — — 800 18 x 0.5 5.60 30.50
1013010100 1013020100 1013030100 1000 18 x 0.5 8.32 30.50
1013010150 1013020150 1013030150 1500 18 x 0.5 12.92 42.00
1013010200 1013020200 1013030200 2000 18 x 0.5 20.34 42.00
1013010250 1013020250 1013030250 2500 18 x 0.5 24.17 54.00
1013010300 1013020300 1013030300 3000 18 x 0.5 27.40 54.00
1013010350 1013020350 1013030350 3500 18 x 0.5 30.04 66.00
1013010400 1013020400 1013030400 4000 18 x 0.5 57.94 66.00
1013010500 1013020500 1013030500 5000 18 x 0.5 66.65 78.00
1013010600 1013020600 1013030600 6000 18 x 0.5 87.95 78.00

1017010030 — — 300 20 x 1.0 5.15 15.50
1017010050 1017020050 1017030050 500 20 x 1.0 7.26 15.50
1017010100 1017020100 1017030100 1000 20 x 1.0 12.15 30.50
1017010150 1017020150 1017030150 1500 20 x 1.0 23.64 42.00
1017010200 1017020200 1017030200 2000 20 x 1.0 27.60 42.00
1017010250 1017020250 1017030250 2500 20 x 1.0 39.42 54.00
1017010300 1017020300 1017030300 3000 20 x 1.0 44.83 54.00
1017010350 1017020350 1017030350 3500 20 x 1.0 50.25 66.00
1017010400 1017020400 1017030400 4000 20 x 1.0 73.92 66.00
1017010500 1017020500 1017030500 5000 20 x 1.0 84.54 78.00

1017010600 1017020600 1017030600 6000 20 x 1.0 97.45 78.00

INOX

II

DIN
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Rules

INOX II

type A type B type DStainless Steel Rules
acc. to tolerance class II

• reading from left to right

• semi rigid version, with wide cross section
• stainless spring steel
• non glare, matt surface
• etched graduation for a clear reading

type A = mm / mm top and bottom 1/1 mm graduation
    
    
type B = ½ mm / mm top ½ mm and bottom 1/1 mm graduation
    
    
type D = inch / mm top ½ mm and 1/1 mm
    bottom 1/64 ; 1/32 and 1/16 inch graduation,

10
18

01
00

30

10
18

02
00

30

10
18

04
00

30

Numbering up to 500 mm lenght with continuing mm numbering at type A and type B.
The rules from 1000 mm up to 4000 mm lenght with continuing cm numbering at type A and type B.

The rules up to 4000 mm length according to tolerance class II are qualified as reference pieces.
Therefore please order our calibration certificate together with the rule.

Steel Rules more than 4000 mm lenght are made according to workshop standard.

mm €
€URO

type A type B type D

1018010030 1018020030 1018040030 300 30 x 1.0 4.45 15.50

1018010050 1018020050 1018040050 500 30 x 1.0 6.47 15.50

1018010060 1018020060 1018040060 600 30 x 1.0 7.31 30.50

1018010100 1018020100 1018040100 1000 30 x 1.0 11.58 30.50

1018010150 1018020150 1018040150 1500 30 x 1.0 19.98 42.00

1018010200 1018020200 1018040200 2000 30 x 1.0 29.27 42.00

1018010300 1018020300 1018040300 3000 30 x 1.0 57.97 54.00

1018010400 1018020400 1018040400 4000 30 x 1.0 78.90 54.00

1018010500 1018020500 — 5000 30 x 1.0 93.43 66.00

1018010600 1018020600 — 6000 30 x 1.0 113.96 78.00

1018010700 1018020700 — 7000 30 x 1.0 129.67 90.00

1018010800 1018020800 — 8000 30 x 1.0 149.81 102.00

1018010900 1018020900 — 9000 30 x 1.0 164.40 114.00

1018011000 1018021000 — 10000 30 x 1.0 222.08 126.00

1018011100 1018021100 — 11000 30 x 1.0 239.75 138.00

1018011200 1018021200 — 12000 30 x 1.0 267.88 150.00

1024010050 1024020050 1024040050 500 40 x 2.0 17.88 15.50

1024010100 1024020100 1024040100 1000 40 x 2.0 31.35 30.50

 1024010150  1024020150  1024040150 1500 40 x 2.0 51.05 42.00

 1024010200  1024020200  1024040200 2000 40 x 2.0 66.70 42.00
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Rules

Stainless Steel Rules
acc. to tolerance class II 

• reading from right to left

• semi rigid version, with wide cross section
• stainless spring steel
• non glare, matt surface
• etched graduation for a clear reading

type A = mm / mm top and bottom 1/1 mm graduation
    
    
type B = ½ mm / mm top ½ mm and bottom 1/1 mm graduation
    
    
type  D = inch / mm top ½ mm and 1/1 mm
    bottom 1/64 ; 1/32 and 1/16 inch graduation,

type A type B type D

10
19

01
00

30

10
19

02
00

30

10
19

04
00

30

Numbering up to 500 mm lenght with continuing mm numbering at type A and type B.
The rules from 1000 mm up to 4000 mm lenght with continuing cm numbering at type A and type B.

The rules up to 4000 mm length according to tolerance class II are qualified as reference pieces.
Therefore please order our calibration certificate together with the rule.

Steel Rules more than 4000 mm lenght are made according to workshop standard.

INOX II

mm €
€URO

type A type B type D

1019010030 1019020030 1019040030 300 30 x 1.0 4.45 15.50

1019010050 1019020050 1019040050 500 30 x 1.0 6.47 15.50

1019010060 1019020060 1019040060 600 30 x 1.0 7.31 30.50

1019010100 1019020100 1019040100 1000 30 x 1.0 11.58 30.50

1019010150 1019020150 1019040150 1500 30 x 1.0 19.98 42.00

1019010200 1019020200 1019040200 2000 30 x 1.0 29.27 42.00

1019010300 1019020300 1019040300 3000 30 x 1.0 57.97 54.00

1019010400 1019020400 1019040400 4000 30 x 1.0 78.90 54.00

1019010500 1019020500 — 5000 30 x 1.0 93.43 66.00

1019010600 1019020600 — 6000 30 x 1.0 113.96 78.00

1019010700 1019020700 — 7000 30 x 1.0 129.67 90.00

1019010800 1019020800 — 8000 30 x 1.0 149.81 102.00

1019010900 1019020900 — 9000 30 x 1.0 164.40 114.00

1019011000 1019021000 — 10000 30 x 1.0 222.08 126.00

1019011100 1019021100 — 11000 30 x 1.0 239.75 138.00

1019011200 1019021200 — 12000 30 x 1.0 267.88 150.00

1025010050 1025020050 1025040050 500 40 x 2.0 17.88 15.50

1025010100 1025020100 1025040100 1000 40 x 2.0 31.35 30.50

 1025010150  1025020150  1025040150 1500 40 x 2.0 51.05 42.00

 1025010200  1025020200  1025040200 2000 40 x 2.0 66.70 42.00
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Rules

Stainless Steel Rules, matt chromed
acc. to tolerance class II

• graduations on front and back

• graduation deeply etched
• matt chromed, non glare surface
• stainless spring steel
• cm graduation

mm €
€URO

1001040010 100 13 x 0.5 2.06 25.00

1001040015 150 13 x 0.5 3.99 25.00

1001040020 200 13 x 0.5 4.13 25.00

1001040030 300 13 x 0.5 6.37 31.00

1001240050 500 18 x 0.5 14.37 31.00

1001240100 1000 18 x 0.5 24.99 61.00

1001260030 300 30 x 1.0 14.72 31.00

1001260050 500 30 x 1.0 30.95 31.00

1001260100 1000 30 x 1.0 41.00 61.00

front    top and bottom 1/1 mm graduation
    
back    top ½ mm and bottom ½ mm graduation

front back

1001040030

INOX II

Stainless Steel Rules, double-sided   NEW
acc. to tolerance class II

• with identical reading on front- and backside 

• etched graduation
• non glare surface
• stainless spring steel
• cm graduation

mm €
€URO

1010020010D 100 13 x 0.5 1.85 25.00

1010020015D 150 13 x 0.5 2.18 25.00

1010020020D 200 13 x 0.5 2.58 25.00

1010020025D 250 13 x 0.5 2.97 25.00

1010020030D 300 13 x 0.5 3.30 31.00

1010020050D 500 13 x 0.5 3.49 61.00

1012020050D 500 18 x 0.5 6.73 31.00

1012020100D 1000 18 x 0.5 8.45 61.00

1018020030D 300 30 x 1.0 5.31 31.00

1018020050D 500 30 x 1.0 8.32 31.00

1018020100D 1000 30 x 1.0 15.69 64.00

1018020150D 1500 30 x 1.0 21.79 84.00

1018020200D 2000 30 x 1.0 29.63 84.00

1018020300D 3000 30 x 1.0 43.02 108.00

top    ½ mm graduation
    
bottom   1/1 mm graduation

INOX II

front back

1010020010D
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Rules

Stainless Steel Rules, with laser engraving
acc. to tolerance class I

• reading from left to right or right to left

• precise, deep laser engraved graduation, 
 continuing numbers
• non glare, matt surface
• stainless spring steel

1018060030

Numbering up to 500 mm lenght with continuing mm numbering.
The rules from 1000 mm up to 2000 mm lenght with continuing cm numbering.
The rules according to tolerance class I and are qualified as reference pieces.

Therefore please order our calibration certificate together with the rule.
Because of the deep graduation, due to the laser marking of the numbering, 

these scales are particularly suitable where high demands are placed on the scale.

mm €
€URO

graduation in mm/mm from left to right

1010060015 150 13 x 0.5 2.22 12.50

1010060030 300 13 x 0.5 3.96 15.50

1010060050 500 13 x 0.5 5.86 15.50

1012060030 300 20 x 0.5 3.61 15.50

1012060050 500 20 x 0.5 6.73 15.50

1012060100 1000 20 x 0.5 10.78 30.50

1018060030 300 30 x 1.0 8.00 15.50

1018060050 500 30 x 1.0 11.65 15.50

1018060100 1000 30 x 1.0 20.84 30.50

1018060150 1500 30 x 1.0 35.97 42.00

1018060200 2000 30 x 1.0 52.69 42.00

graduation in mm/mm from right to left

1011060015 150 13 x 0.5 2.22 12.50

1011060030 300 13 x 0.5 3.96 15.50

1011060050 500 13 x 0.5 4.23 15.50

1013060030 300 20 x 0.5 3.61 15.50

1013060050 500 20 x 0.5 6.73 15.50

1013060100 1000 20 x 0.5 10.78 30.50

1019060030 300 30 x 1.0 8.00 15.50

1019060050 500 30 x 1.0 11.65 15.50

1019060100 1000 30 x 1.0 20.84 30.50

1019060150 1500 30 x 1.0 35.97 42.00

1019060200 2000 30 x 1.0 52.69 42.00

INOX

I
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Rules

Stainless Steel Rules, with etched scale
Accuracy class acc. to DIN 2014/32/EU

• conformity assessment

• precise, etched scale, with clear reading
• stainless steel, non-glare, matt surface
• semi-rigid, with wide cross-section
• cm graduation
• with identification-no. and certificate of conformity

Option
• Workshop calibration certificate for a surcharge

Stainless Steel Rules, with laser engraved scale
Tolerance acc. to 2014/32/EU

• conformity assessment

• precise and deep, laser engraved scale, with clear reading
• stainless steel, non-glare, matt surface
• semi-rigid, with wide cross-section
• cm graduation
• with identification-no. and certificate of conformity

Option
• Workshop calibration certificate for a surcharge

type A = mm / mm top and bottom with 1/1 mm graduation

type B = ½ mm / mm top with 1/2 mm and bottom with 1/1 mm graduation

type A = mm / mm top and bottom with 1/1 mm graduation

type B = ½ mm / mm top with 1/2 mm and bottom with 1/1 mm graduation

These Steel Rules are manufactured acc. to
MID standard and are qualified as reference or master pieces. 

Tolerance accuracy acc. to tolerance class II.

These Steel Rules are manufactured acc. to
MID standard and are qualified as reference or master pieces. 

Tolerance acc. to tolerance class II.

INOX II MID
CODE

INOX II MID
CODE

1018110050

1019110050

1008110050

1009110050

type A type B type A type B mm €
€URO

graduation left to right graduation right to left

1018110050 1018120050 1019110050 1019120050 500 30 x 1.0 9.79 37.00

1018110100 1018120100 1019110100 1019120100 1000 30 x 1.0 15.98 39.00

1018110150 1018120150 1019110150 1019120150 1500 30 x 1.0 26.99 42.00

1018110200 1018120200 1019110200 1019120200 2000 30 x 1.0 43.29 42.00

1018110300 1018120300 1019110300 1019120300 3000 30 x 1.0 64.57 46.00

1018110400 1018120400 1019110400 1019120400 4000 30 x 1.0 85.50 48.00

1024110050 1024120050 1025110050 1025120050 500 40 x 2.0 22.38 37.00

1024110100 1024120100 1025110100 1025120100 1000 40 x 2.0 36.30 39.00

 1024110200  1024120200  1025110200  1025120200 2000 40 x 2.0 71.65 42.00

type A type B type A type B mm €
€URO

graduation left to right graduation right to left

1008110050 1008120050 1009110050 1009120050 500 30 x 1.0 19.57 37.00

1008110100 1008120100 1009110100 1009120100 1000 30 x 1.0 28.76 39.00

1008110150 1008120150 1009110150 1009120150 1500 30 x 1.0 43.18 42.00

1008110200 1008120200 1009110200 1009120200 2000 30 x 1.0 60.61 42.00

1004110050 1004120050 1005110050 1005120050 500 40 x 2.0 36.53 37.00

1004110100 1004120100 1005110100 1005120100 1000 40 x 2.0 58.08 39.00

 1004110200  1004120200  1005110200  1005120200 2000 40 x 2.0 114.65 42.00
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Rules

Steel Rules, black anodized
metric graduation acc. to tolerance class II or BS

• graduation on front- and rearside
• reading from left to right

• precise, deep laser engraved scale
• carbon spring steel, with black anodized surface

frontside  1/1 mm and 1/2 mm     

backside  1/10; 1/16; 1/20; 1/32; 1/64; 1/50; 1/100 inch

Stainless Steel Rules, with magnetic inserts
metric graduation acc. to tolerance class II or BS

• graduation on front- and rearside
• reading from left to right

• with two straight ends without whole
• precise, deep laser engraved scale
• non-glare, matt surface, with clear reading
• with detachable magnetic inserts

mm / inch €
€URO

1026431015 150 / 6 18 x 0.5 6.07 25.00

1026431030 300 / 12 30 x 1.0 13.34 25.00

1026431045 450 / 18 30 x 1.0 19.81 31.00

1026431060 600 / 24 30 x 1.0 21.79 61.00

1026431100 1000 / 40 30 x 1.0 34.73 61.00

II BS

mm / inch €
€URO

1026433015 150 / 6 30 x 1.0 12.68 25.00

1026433030 300 / 12 30 x 1.0 19.94 31.00

1026433060 600 / 24 30 x 1.0 26.41 61.00

1026433090 900 / 36 30 x 1.0 28.39 61.00

1026433120 1200 / 48 30 x 1.0 41.33 84.00

frontside

backside

frontside: 1/2 mm and 1/1 mm

backside: 1/32 and 1/64 inch

II

BS

with detachable 
magnetic inserts

1026431015

1026433060
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Our new slogan:
 Measuring Solutions

more appropriate

more meaningful

more contemporary

This stands for the further development
of the brand Vogel Germany to even more
customer-oriented solutions in the
measurement technology, development of 
the range, consulting, training, etc. 

Stainless Steel Rules
acc. to tolerance class II

• reading from left to right
• with conversion table on the backside

• etched graduation for a clear reading
• non glare, matt surface
• stainless spring steel

type A = mm / mm top and bottom 1/1 mm graduation

type B = ½ mm / mm top ½ mm and bottom 1/1 mm graduation

type A • front

type A • back

1055030030

Stainless Steel Rules with Hook 90°
acc. to tolerance class II

• with hook 90°
• reading from left to right

• flexible design because of narrow cross section
• stainless spring steel
• non glare, matt surface
• front: top 1/1 mm and bottom 1/1 mm graduation
• back: top 1/2 mm and bottom 1/2 mm graduation 
• etched graduation for a clear reading
• cm graduation

1/1 mm
1/1 mm

1/2 mm
1/2 mm

back

front

mm €
€URO

1033010020 200 13 x 0.5 4.28 25.00

1033010030 300 13 x 0.5 5.07 30.00

1034010050 500 18 x 0.5 6.26 30.00

INOX II

1033010020

Rules

30 www.vogel-germany.de

mm €
€URO

type A type B

1055030030 1055050030 300 30 x 1.0 6.67 15.50

1055030050 1055050050 500 30 x 1.0 9.71 15.50

1055030100 1055050100 1000 30 x 1.0 17.36 30.50

1055030200 1055050200 2000 30 x 1.0 43.91 42.00

INOX II
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Inquiry Form • Rule with Special Scale

     150      300      500    1000    1500    2000    2500

   3000    3500    4000    4500    5000    5500    6000

   13 x 0.5    18 x 0.5    20 x 1.0    30 x 1.0    40 x 2.0

   Workshop standard    EC I    EC II    BS    MID

   left – right    right – left    bottom – top    top – bottom

   double-sided    only left    only right  

frontside

  mm   cm   inch

backside

  mm   cm   inch

You would like to have a Rule 
 with Special Scale?

  You are exactly right with us!

You would like to send us a draw to your desired Rule with Special Scale?
Send by email to info@vogel-germany.de or by fax to +49 (0) 2832 3621.

Customer Number:

Company Name:

Contact Person:

Phone:

Mail:

Special length:

Cross section (width):

Type of scaling:

if double-sided:

Tolerances:

Standard length in mm:

Your data

Information on your desired Rule with Special Scale

If already exist

Please specify the desired length in mm, we manufacture up to a length of 16,000 mm

(if applicable, please check)

Any questions?

We are pleased to advise!

Quantity:

31www.vogel-germany.de

Rule with Special Scale • Request

Use this form to send us your request:

download and fill out this form on the following link:
www.vogel-germany.de/request-rule-with-special-scale.pdf

send the form via eMail to info@vogel-germany.de
or send by fax to +49 2832 3621

get our offer

1

2

3
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Rules 0 centre

Stainless Steel Rules with zero-point in the middle
acc. to workshop grade

• suitable for craftsmen and industry

• stainless spring steel
• non glare, matt surface
• etched graduation for a clear reading
• graduation reading with zero-point in the middle
• top and bottom 1/1 mm graduation

mm €
€URO

1010010010-0- 50 – 0 – 50 13 x 0.5 2.77 12.50

1010010015-0- 75 – 0 – 75 13 x 0.5 3.27 12.50

1010010020-0- 100 – 0 – 100 13 x 0.5 3.86 12.50

1010010030-0- 150 – 0 – 150 13 x 0.5 4.95 15.50

1010010040-0- 200 – 0 – 200 13 x 0.5 6.44 15.50

1010010050-0- 250 – 0 – 250 13 x 0.5 7.33 15.50

1010010060-0- 300 – 0 – 300 13 x 0.5 8.12 30.50

1010010080-0- 400 – 0 – 400 13 x 0.5 11.49 30.50

1010010100-0- 500 – 0 – 500 13 x 0.5 12.28 30.50

1012010010-0- 50 – 0 – 50 18 x 0.5 3.76 12.50

1012010015-0- 75 – 0 – 75 18 x 0.5 4.56 12.50

1012010020-0- 100 – 0 – 100 18 x 0.5 4.95 12.50

1012010030-0- 150 – 0 – 150 18 x 0.5 6.24 15.50

1012010040-0- 200 – 0 – 200 18 x 0.5 7.23 15.50

1012010050-0- 250 – 0 – 250 18 x 0.5 8.42 15.50

1012010060-0- 300 – 0 – 300 18 x 0.5 9.01 30.50

1012010080-0- 400 – 0 – 400 18 x 0.5 11.88 30.50

1012010100-0- 500 – 0 – 500 18 x 0.5 13.47 30.50

1016010010-0- 50 – 0 – 50 20 x 1.0 4.26 12.50

1016010015-0- 75 – 0 – 75 20 x 1.0 5.25 12.50

1016010020-0- 100 – 0 – 100 20 x 1.0 6.54 12.50

1016010030-0- 150 – 0 – 150 20 x 1.0 7.73 15.50

1016010040-0- 200 – 0 – 200 20 x 1.0 8.91 15.50

1016010050-0- 250 – 0 – 250 20 x 1.0 10.89 15.50

1016010060-0- 300 – 0 – 300 20 x 1.0 12.78 30.50

1016010080-0- 400 – 0 – 400 20 x 1.0 15.15 30.50

1016010100-0- 500 – 0 – 500 20 x 1.0 18.22 30.50

1018010010-0- 50 – 0 – 50 30 x 1.0 6.04 12.50

1018010015-0- 75 – 0 – 75 30 x 1.0 6.73 12.50

1018010020-0- 100 – 0 – 100 30 x 1.0 7.43 12.50

1018010030-0- 150 – 0 – 150 30 x 1.0 10.00 15.50

1018010040-0- 200 – 0 – 200 30 x 1.0 12.18 15.50

1018010050-0- 250 – 0 – 250 30 x 1.0 14.56 15.50

1018010060-0- 300 – 0 – 300 30 x 1.0 16.44 30.50

1018010070-0- 350 – 0 – 350 30 x 1.0 18.32 30.50

1018010080-0- 400 – 0 – 400 30 x 1.0 21.69 30.50

1018010100-0- 500 – 0 – 500 30 x 1.0 26.05 30.50

1018010120-0- 600 – 0 – 600 30 x 1.0 39.02 42.00

1018010150-0- 750 – 0 – 750 30 x 1.0 44.96 42.00

1018010200-0- 1000 – 0 – 1000 30 x 1.0 65.86 42.00

1018010250-0- 1250 – 0 – 1250 30 x 1.0 76.36 54.00

1018010300-0- 1500 – 0 – 1500 30 x 1.0 86.96 54.00

1018010400-0- 2000 – 0 – 2000 30 x 1.0 118.35 66.00

1018010500-0- 2500 – 0 – 2500 30 x 1.0 140.14 78.00

1010010020-0-

1018010030-0-

INOX
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Circumference Measuring Tapes

Circumference Measuring Tape „UFM“
acc. to tolerance class II

• with etched or laser engraved scale
• for measuring diameters and circumferences 
• application areas are among others manufacturers of: pipelines,
 boiler and tank construction, tire industry, forestry, etc.

• accuracy of total length with etched metric and 
 laser engraved metric graduation according to EC II
• hardened spring steel or stainless spring steel

stainless € carbon steel € circumference
mm

diameter
mm mm

€URO

181601 47.41 181611 35.55 60 – 950 20 – 300 0.1 16 x 0.20 24.00
181602 56.10 181612 44.88 940 – 2200 300 – 700 0.1 16 x 0.20 31.00
181603 63.92 181613 55.40 2190 – 3460 700 – 1100 0.1 16 x 0.20 31.00
181604 74.28 181614 71.31 3450 – 4720 1100 – 1500 0.1 16 x 0.20 31.00
181605 85.71 181615 81.99 4710 – 5980 1500 – 1900 0.1 16 x 0.20 37.00
181606 99.43 181616 94.70 5960 – 7230 1900 – 2300 0.1 16 x 0.20 37.00
181607 116.21 181617 110.09 7220 – 8500 2300 – 2700 0.1 16 x 0.20 37.00
181608 137.42 181618 129.33 8480 – 9760 2700 – 3100 0.1 16 x 0.20 37.00
181609 164.12 181619 153.18 9730 – 11010 3100 – 3500 0.1 16 x 0.20 42.00

stainless € carbon steel € circumference
mm

diameter
mm mm

€URO

181801 55.86 181811 44.69 60 – 950 20 – 300 0.1 16 x 0.20 24.00
181802 63.20 181812 50.83 940 – 2200 300 – 700 0.1 16 x 0.20 31.00
181803 71.45 181813 57.84 2190 – 3460 700 – 1100 0.1 16 x 0.20 31.00
181804 82.27 181814 67.11 3450 – 4720 1100 – 1500 0.1 16 x 0.20 31.00
181805 94.72 181815 78.01 4710 – 5980 1500 – 1900 0.1 16 x 0.20 37.00
181806 114.84 181816 91.87 5960 – 7230 1900 – 2300  0.1 16 x 0.20 37.00
181807 128.28 181817 109.93 7220 – 8500 2300 – 2700 0.1 16 x 0.20 37.00
181808 156.12 181818 134.83 8480 – 9760 2700 – 3100 0.1 16 x 0.20 37.00
181809 180.25 181819 170.24 9730 – 11010 3100 – 3500 0.1 16 x 0.20 42.00

circumference
mm

diameter
mm mm €

€URO

183001 60 – 950 20 – 300 0.1 13 x 0.20 56.59 24.00
183002 60 – 2200 20 – 700 0.1 13 x 0.20 69.33 31.00
183003 60 – 3780 20 – 1200 0.1 13 x 0.20 97.39 31.00
183004 60 – 4720 20 – 1500 0.1 13 x 0.20 109.60 31.00
183005 60 – 5980 20 – 1900 0.1 13 x 0.20 116.54 37.00
183006 60 – 7540 20 – 2400 0.1 13 x 0.20 123.47 37.00
183007 60 – 8500 20 – 2700 0.1 13 x 0.20 168.37 37.00
183008 60 – 9760 20 – 3100 0.1 13 x 0.20 176.29 37.00
183009 60 – 11310 20 – 3600 0.1 13 x 0.20 184.21 42.00

Graduation: mm
Version: etched

Graduation: mm
Version: laser engraved

Graduation: continuous in mm   NEW     
Version: raised markings and figures in bright 

 natural steel colour on a dark, 
 etched background

181601

II

II

II

183001
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Straight Edges

Precision Straight Edge
DIN 874

• accuracy acc. to DIN 874 page 1, accuracy GG 0
• made of steel

• shaped in I-form
• with weight reducing holes
• measuring surfaces extra fine ground
• with wide flat sides for resting spirit levels
• incl. calibration certificate

Precision Straight Edge
DIN 874

• accuracy acc. to DIN 874 page 1, accuracy GG 1
• made of steel

• shaped in I-form
• with weight reducing holes
• measuring surfaces extra fine grinded
• with wide flat sides for resting spirit levels
• incl. calibration certificate

€ wooden case €DIN 874 GG 0

 1580010100 527.88 1000 160 x 50 inclusive 15998100 119.55

 1580010150 754.11 1500 160 x 50 inclusive 15998150 149.20

 1580010200 980.34 2000 160 x 50 inclusive 15998200 248.30

 1580010250 1281.98 2500 160 x 50 inclusive 15998250 261.36

 1580010300 2096.42 3000 180 x 60 inclusive — —

 1580010400 2760.03 4000 180 x 60 inclusive — —

 1580010500 3862.50 5000 200 x 80 inclusive — —

€ wooden case €DIN 874 GG 1

 1581010100 396.98 1000 100 x 30 inclusive 15998100-1 119.55

 1581010150 525.73 1500 100 x 30 inclusive 15998150-1 149.20

 1581010200 703.83 2000 120 x 40 inclusive 15998200-1 248.30

 1581010250 985.37 2500 120 x 40 inclusive 15998250-1 261.36

 1581010300 1231.71 3000 140 x 40 inclusive — —

 1581010400 1618.82 4000 140 x 40 inclusive — —

 1581010500 2674.57 5000 160 x 40 inclusive — —

1580010100

DIN CC

DIN CC

1581010100
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Straight Edges

DIN CC

Precision Straight Edge
DIN 874

• Quality DIN 874 page 1, accuracy GG 0, 
 made of steel:

• edges and flat sides extra fine ground
• stainless and carbon steel quality available
• from up 2000 mm length shaped in I-form, with hand slots
• incl. calibration certificate

• Quality DIN 874 page 1, accuracy GG 1, 
 made of steel:

• edges and flat sides finely ground
• stainless and carbon steel quality available
• from up 2000 mm length shaped in I-form, with hand slots
• incl. calibration certificate

• Accuracy acc. to DIN 874 page 1, accuracy GG 2, 
 made of steel:

• edges finely ground and flat sides ground
• stainless and carbon steel quality available
• from up 4000 mm length shaped in I-form, with hand slots
• incl. calibration certificate

€ €
form wooden case €DIN 874 GG 0 INOX DIN 874 GG 0

1590000050 124.10 1590010050 68.95 A 500 50 x 10 inclusive 15990050 54.14

 1590000100 294.29  1590010100 163.75 A 1000 60 x 12 inclusive 15990100 75.63

 1590000150 515.00  1590010150 267.17 A 1500 70 x 15 inclusive 15990150 144.10

 1590000200 800.53  1590010200 482.63 B 2000 80 x 15 inclusive 15990200 280.61

 1590000300 2790.20  1590010300 980.34 B 3000 120 x 18 inclusive — —

 1590000400 4449.23  1590010400 1628.87 B 4000 140 x 20 inclusive — —

 1590000500 5565.31  1590010500 2081.34 B 5000 140 x 20 inclusive — —

DIN 874 GG 1 INOX DIN 874 GG 1

1591000050 68.95 1591010050 40.22 A 500 40 x 8 inclusive 15990050-1 54.14

 1591000100 159.33  1591010100 84.46 A 1000 50 x 10 inclusive 15990100-1 75.63

 1591000150 361.97  1591010150 160.88 A 1500 60 x 12 inclusive 15990150-1 144.10

 1591000200 649.18  1591010200 361.97 B 2000 70 x 15 inclusive 15990200-1 280.61

 1591000300 1236.39  1591010300 758.42 B 3000 100 x 16 inclusive — —

 1591000400 2660.42  1591010400 1327.23 B 4000 120 x 18 inclusive — —

 1591000500 3604.60  1591010500 1945.60 B 5000 140 x 20 inclusive — —

DIN 874 GG 2 INOX DIN 874 GG 2

1592000050 44.82 1592010050 28.15 A 500 30 x 6 inclusive 15990050-2 54.14

 1592000100 105.10  1592010100 56.31 A 1000 40 x 8 inclusive 15990100-2 75.63

 1592000150 220.71  1592010150 106.58 A 1500 50 x 10 inclusive 15990150-2 144.10

 1592000200 399.39  1592010200 150.82 A 2000 60 x 12 inclusive 15990200-2 280.61

 1592000300 799.54  1592010300 396.44 A 3000 80 x 15 inclusive — —

 1592000400 1363.59  1592010400 896.31 B 4000 100 x 16 inclusive — —

form A

form B

1590000050
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Straight Edges

Precision Straight Edge
DIN 874

• cross-section in I-form
• made of aluminium

characteristics and advantages compared to steel:
• very light, good handling, midsection lacquered
• high accuracy- and pliability-values
• HC-coated and compressed, coating thickness 50µ ± 5µ
• high grade of abrasion resistance, high grade of corrosion resistance
• hardness 500 – 550 HV, top gliding, low thermal conductivity
• for grade 0 and 1 from 2000 mm with hand slots, grade 2 from up 2500 mm
• incl. calibration certificate

quality DIN 874 page 1, accuracy GG 0

quality DIN 874 page 1, accuracy GG 1

quality DIN 874 page 1, accuracy GG 2

form € wooden case €DIN 874 GG 0

1593000050 B 500 60 x 12 171.56 inclusive 15991050 29.78

 1593000100 B 1000 60 x 12 356.32 inclusive 15991100 75.63

 1593000150 B 1500 100 x 15 646.65 inclusive 15991150 187.58

 1593000200 B 2000 100 x 15 884.19 inclusive 15991200 304.25

 1593000250 B 2500 100 x 15 1095.34 inclusive 15991250 368.42

 1593000300 B 3000 150 x 20 1887.15 inclusive — —

 1593000400 B 4000 150 x 20 2639.38 inclusive — —

 1593000500 B 5000 150 x 20 3167.25 inclusive — —

DIN 874 GG 1

1593010050 B 500 60 x 12 151.76 inclusive 15991050 29.78

 1593010100 B 1000 60 x 12 303.53 inclusive 15991100 75.63

 1593010150 B 1500 100 x 15 554.27 inclusive 15991150 187.58

 1593010200 B 2000 100 x 15 739.03 inclusive 15991200 304.25

 1593010250 B 2500 100 x 15 923.78 inclusive 15991250 368.42

 1593010300 B 3000 150 x 20 1517.64 inclusive — —

 1593010400 B 4000 150 x 20 2243.47 inclusive — —

 1593010500 B 5000 150 x 20 2575.00 inclusive — —

 1593010600 B 6000 150 x 20 3167.25 inclusive — —

DIN 874 GG 2

1593020050 B 500 60 x 12 137.25 inclusive 15991050 29.78

 1593020100 B 1000 60 x 12 277.13 inclusive 15991100 75.63

 1593020150 B 1500 60 x 12 435.50 inclusive 15991150 187.58

 1593020200 B 2000 60 x 12 554.27 inclusive 15991200 304.25

 1593020250 B 2500 100 x 15 818.21 inclusive 15991250 368.42

 1593020300 B 3000 100 x 15 1016.16 inclusive — —

 1593020400 B 4000 100 x 15 1319.69 inclusive — —

 1593020500 B 5000 150 x 20 2266.08 inclusive — —

 1593020600 B 6000 150 x 20 2311.71 inclusive — —

form B1593000050

DIN CC
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Graduated Straight Edges

Precision Graduated Straight Edge
DIN 866 

• Quality DIN 866 form A 

• mm graduation on bottom edge
• 5 mm protection space on both ends
• flat side finely ground
• vertical edges finely ground, can be used as a rule
• stainless or carbon steel quality available

• Quality DIN 866 form B 

• mm graduation on bottom edge
• without protection-space end, at left side
• flat side ground
• vertical edges ground
• stainless or carbon steel quality available

Tolerances according to DIN 866

€ €
wooden case €DIN 866 / A INOX DIN 866 / A

1691000050 43.44 1691010050 24.13 500 30 x 6 on request 1699050-A 49.52

1691000100 101.35 1691010100 48.26 1000 40 x 8 on request 1699100-A 99.04

1691000150 159.27 1691010150 88.48 1500 40 x 8 on request 1699150-A 148.56

 1691000200 297.62  1691010200 131.92 2000 50 x 10 on request 1699200-A 198.08

 1691000300 546.98  1691010300 265.45 3000 50 x 10 — — —

 1691000400 646.09  1691010400 466.54 4000 60 x 12 — — —

 1691000500 1663.70  1691010500 740.03 5000 70 x 15 — — —

DIN 866 / B INOX DIN 866 / B

1692000050 21.76 1692010050 14.00 500 25 x 5 on request 1699050-B 49.52

1692000100 63.55 1692010100 28.96 1000 30 x 6 on request 1699100-B 99.04

1692000150 111.00 1692010150 45.05 1500 30 x 6 on request 1699150-B 148.56

 1692000200 194.66  1692010200 77.22 2000 40 x 8 on request 1699200-B 198.08

 1692000300 353.93  1692010300 141.57 3000 40 x 8 — — —

 1692000400 627.42  1692010400 281.53 4000 50 x 10 — — —

 1692000500 1074.14  1692010500 448.72 5000 60 x 12 — — —

total length graduation
mm

500 1000 1500 2000 3000 4000 5000

tolerance (mm)
form A

0.03 0.04 0.05 0.06 0.08 0.10 0.12

tolerance (mm)
form B

0.075 0.10 0.125 0.15 0.20 0.25 0.30

form A

form B

1691000050

1692000050

DIN
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1794200030

1794300030

Straight Edge with bevel
• for simple workshop use
• made of steel

• chromed version
• type A = without graduation, type B = with mm graduation
• graduation black etched, bevel edge matt chrome finish 

Straight Edge with bevel
• for technicians
• made of hard aluminium, anodized quality

• anodised quality 
• with black printed mm graduation
 and cm numbering

Straight Edge with bevel
• e.g. for school, education, DIY and craftsmen
• made of hard aluminium, anodized quality

• made of hard aluminium, anodised quality
• with mm graduation, printed
• backside covered with anti-slip foam rubber

type A

type B

type A € type B € mm mm

1794200030 19.81 1794300030 23.11 300 40 x 5

17942000400 28.06 17943000400 31.36 400 40 x 5

1794200050 29.71 1794300050 33.01 500 40 x 5

1794200080 39.43 1794300080 44.66 800 40 x 5

1794200100 41.27 1794300100 99.52 1000 40 x 5

 1794200150 89.13  1794300150 135.35 1500 40 x 5

 1794200200 125.45  1794300200 169.89 2000 40 x 5

mm mm €
1795300030 300 50 x 5 4.16

1795300060 600 50 x 5 7.53

1795300100 1000 50 x 5 12.20

1795300180 1800 50 x 5 20.09

mm mm €
1796300030 300 35 x 1.5 4.05

1796300060 600 35 x 1.5 8.14

1796300100 1000 35 x 1.5 12.38

1795300030

1796300030

Straight Edges with bevel

38 www.vogel-germany.de
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www.vogel-germany.de

Vogel Germany

offers best customer service

belongs to the strong Fervi Group

offers quality Made in Germany

Why actually
Vogel Germany?

Besides a wide range of products which offer 
the right solution for every application,
Vogel Germany is a service oriented company 
that is also powerful in consulting, training and 
logistics.

For further information on Vogel Germany please visit:

Why Vogel Germany?

39www.vogel-germany.de
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bottom

Master-Line

mm / inch mm / inch mm mm
total length

mm €
103052 135 / 5 0.01 / 0.0005 0.01 0.03 275 1667.62 inclusive

103053 185 / 7 0.01 / 0.0005 0.01 0.03 325 1765.71 inclusive

103054 285 / 11 0.01 / 0.0005 0.01 0.03 425 1863.81 inclusive

103055 480 / 18 0.01 / 0.0005 0.01 0.04 625 1961.90 inclusive

Digital Distance and Positioning Measuring System   NEW
  incl. VGA Camera with Zoom Factor • IP54

• electronic unit and LCD fixed on the sliding parts
• stainless steel, hardened rail
• feet with magnet inserts, rubber caps (non-slip) and positioning arrows
• large color display with crosshair and zoom function
• LED light units with 4x white and 4x UV / black light, switchable

Elektronic
• large LCD with clear reading, digit height 14 mm
• On/Off switch, zero setting at any position, data hold function
• Preset, Origin switch
• unit switchable in mm/inch
• data transfer via WiFi or Bluetooth®

• incl. 2x 3 V battery (type CR 2032, art.-no.: 90112), 
 with operation manual
  

Camera (art.-no. 601251)
• VGA camera sensor, Camera rechargeable
• focus manually adjustable via handwheel
• 10x zoom function (10% steps)
• 3.5“colour display, 720 pixels
• video format AVI, photo format JPG
• Mini USB port for charging cable
• Mini SD card slot
• incl. Micro SD card, 4 GB
• incl. Micro SD card adapter for transfer to PC
  

Option
• transmitter and receiver 
 for wireless communication as a set, 
 art.-no.: 2040101, see page 334

LED lighting units

• 4x white light
• 4x UV/black light
• switchable

VGA camera

INOX

CC CR2032
Lithium

3V IP 54

Option 
art.-no.: 2040101,

2023106 and 209000
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Master-Line-Plus

mm / inch mm / inch mm mm
total length

mm €
102806 600 / 24 0.01 / 0.0005 1 mW 0.01 0.05 920 5688.54 inclusive

102807 1000 / 40 0,01 / 0.0005 1 mW 0.01 0.06 1320 5982.83 inclusive

 102808 1500 / 60 0.01 / 0.0005 1 mW 0.01 0.10 1800 8007.51 inclusive

 102809 2000 / 80 0.01 / 0.0005 1 mW 0.01 0.13 2300 8890.37 inclusive

 102810 2500 / 100 0.01 / 0.0005 1 mW 0.01 0.20 2800 9773.23 inclusive

 102811 3000 / 120 0.01 / 0.0005 1 mW 0.01 0.25 3300 10656.09 inclusive

bottom

LED lighting units

• 4x white light
• 4x UV/black light
• switchable

VGA camera

CR2032
Lithium

3V CC
IP 40

extremely hardened rail made of aluminium

70 mm

130 mm

55 mm

Digital Distance and Positioning Measuring System   NEW
  incl. VGA Camera with Zoom Factor • IP40

• electronic unit and LCD fixed on the sliding parts
• extremely hardened rail made of aluminium
• feet with rubber caps (non-slip) 
• large colour display with crosshair and zoom function
• LED light units with 4x white and 4x UV / black light, switchable

Elektronic
• large LCD with clear reading, digit height 14 mm
• On/Off switch, zero setting at any position, data hold function
• Preset, Origin switch
• unit switchable in mm/inch
• data transfer via WiFi or Bluetooth®

• incl. 2x 3 V battery (type CR 2032, art.-no.: 90112),
 with operation manual
  

Camera (art.-no. 601251)
• VGA camera sensor, camera rechargeable
• focus manually adjustable via hand wheel
• 10x zoom function (10% steps)
• 3,5“colour display, 720 pixels
• video format AVI, photo format JPG
• Mini USB port for charging cable
• Mini SD card slot
• incl. Micro SD card, 4 GB
• incl. Micro SD card adapter for transfer to PC

Options
• data transfer via WiFi, art.-no.: 2040101, see page 334
• data transfer via Bluetooth®, art.-no.: 2023106 + 209000, see page 334
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Digital Measuring Magnifier

Digital Measuring Magnifier   NEW
• with parallax-free reading
• large colour display with scaling
• each LED light unit with 4x UV/black light  
 and 4x white light, switchable

• VGA camera sensor, camera rechargeable
• focus manually adjustable via hand wheel
• 3.5“colour display, 720 pixels
• video format AVI, photo format JPG
• Mini-USB port for charging cable
• Mini SD card slot
• incl. Micro SD card, 4 GB
• incl. Micro SD card adapter for transfer to PC
  

Suitable for professional applications
• printing and circuit board industry
• tool and mechanical engineering
• textile manufacturing
• facade and window construction
• automotive industry
• building appraisal
• and many other technical applications
  

Option
• accessories: Stand, art.-no.: 601255

mm / inch mm
height in

mm €
601250 3 – 0 – 3 0.1 160 477.82

Option: Stand

601255 — — 170 120.17

Any questions?

We are pleased to advise.
www.vogel-germany.de

 Explore our
          Website.

70 mm

150 mm

55 mm

display

Option: Stand
art.-no.: 601255

bottom

LED lighting units 

• 4x white light
• 4x UV/black light
• switchable

VGA camera
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Digital Scales

Electr. Digital Scale • IP67 (only scale)
• for horizontal and vertical use
• stainless steel, hardened rail
• with electronic unit and separate LCD display
• for mounting on machine tools, milling-, drilling machines 
 and for many other purposes
• with data output, top model (connectivity also for 
 Digimatic measuring devices)

• large LCD display with clear reading, digit height 18 mm
• rugged plastic housing, with built-in magnet on the backside
• incl. fixture for wall mounting of the LCD display, with accessories
• flexible application, in horizontal and vertical position
• expandable with additional electronic units and LCD displays
• On/Off switch, zero setting at any position, data hold function
• Preset-, Origin-, ABS / INC button
• unit switchable in mm/inch/fraction in inch
• incl. 2x 3 V battery (type CR2032, art.-no.: 90112), 
 with operation manual

Options
• data box with USB port, art.-no.: 2420194
• footswitch for data box, art.-no.: 209011
• transmitter for wireless communication via WiFi, 
 art.-no.: 209006, see page 334
• receiver for wireless communication via WiFi, 
 art.-no.: 209007, see page 334
• transmitter and receiver for wireless communication as set, 
 art.-no.: 2040101, see page 334

Electr. Digital Scale • IP67   NEW
• in horizontal and vertical version
• stainless steel, hardened rail
• with LCD display on the rail
• for mounting on machine tools, milling-, drilling machines
 and for many other purposes
• with integraded Bluetooth® technology

• large LCD display with clear reading, digit height 10 mm
• flexible application, in horizontal and vertical position
• On/Off switch, data hold function
• zero setting at any position
• unit switchable in mm/inch 
• incl. 1x 3 V battery (type CR2032, art.-no.: 90112), with operation manual

Option
• data transfer via Bluetooth®, art.-no.: 2023106, see page 334

mm / inch mm / inch mm mm
L

mm €
€URO

102920 150 / 6 0.01 / 0.0005 0.01 0.06 284 94.20 30.50
102921 200 / 8 0.01 / 0.0005 0.01 0.08 334 112.01 30.50
102922 300 / 16 0.01 / 0.0005 0.01 0.10 436 122.54 30.50
102923 600 / 24 0.01 / 0.0005 0.01 0.15 735 164.96 30.50
102924 1000 / 40 0.01 / 0.0005 0.01 0.20 1135 208.75 30.50

type H € type V € mm / inch mm / inch mm mm
L 1
mm

L 2
mm

€URO

102960 91.96 102930 76.70 150 / 6 0.01/ 0.0005 0.01 0.02 277 286 30.50
102961 105.52 102931 91.57 200 / 8 0.01/ 0.0005 0.01 0.03 317 326 30.50
102962 119.38 102932 106.42 300 / 12 0.01/ 0.0005 0.01 0.03 417 426 30.50
102963 156.81 102933 146.00 500 / 20 0.01/ 0.0005 0.01 0.05 637 646 30.50
102964 182.45 102934 173.22 1000 / 40 0.01/ 0.0005 0.01 0.06 1137 1146 30.50

Option: Receiver
art.-no.: 209007

Option: Transmitter
art.-no.: 209006

102920

102960 102930

type H type V

INOX
IP 67

CR2032
Lithium

3V

INOX
IP 67

CR2032
Lithium

3V ABS/INC
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measuring wheel folded operation panel

Electr. Digital Measuring Wheel • IP51
• lightweight construction made of black lacquered steel

• rugged foldable construction, for outdoor use, with battery
• large LCD display, 12 mm height of digits, with backlight
• dust- and drop-water resistant key panel
• On/Off-button, autom. shut-off after approx. 3 min.
• “Smart Wheel”-function (autom. includes wheel-diameter for accurate  
 wall-to-wall measuremments)
• Start/Stop Mode, prevents accidental measurements
• HOLD function, memory function, reset button
• reading in Meter / Feet / Yard / m² / feet² / yard² / m3 / feet3 / yard3

• plastic made measuring wheel with rubber cover and stand for parking
• area of application from up -10 °C ~ +60 °C, handle made of ABS plastic
• incl. 4x 1.5 V battery (type AAA, art.-no.: 90002), with operation manual

m / ft m ± %
measuring wheel

ø mm €
140210 999.999 / 999.999.9 0.1 0.5 318 1122 x 318 x 85 70.74

Steel Measuring Tapes
• e.g. for machine industry, workbenches, etc.
• polyamid coated 
• adhesive

• wear off resistant and non corrosive graduation

Other length and graduations

are available on request!

mm €
graduation from left to right

1211310100 1000 13 x 0.5 8.09

1211310200 2000 13 x 0.5 14.53

1211310300 3000 13 x 0.5 21.79

1211310400 4000 13 x 0.5 33.52

1211310500 5000 13 x 0.5 36.31

1211310600 6000 13 x 0.5 43.74

graduation from right to left

1211410100 1000 13 x 0.5 9.74

1211410200 2000 13 x 0.5 16.51

1211410300 3000 13 x 0.5 24.10

1211410400 4000 13 x 0.5 38.09

1211410500 5000 13 x 0.5 41.27

1211410600 6000 13 x 0.5 66.03

IP 51

Digital Measuring Wheel and Steel Measuring Tapes
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Wood Folding Rule
acc. to tolerance class III, CE

• surface coated with a water repellant,  
 environmentally friendly UV-finish
• absolutely professional top tool,  
 extremly sturdy and durable

• with double mm graduation on front and back
• with 10 links, closely spaced fins, fitting springs back
• with standard angle imprint at the 2nd link
• assembled with special 3 mm rivets
• precise 90° angle locking and ruler function
• optimal leverage and handy to use

mm / inch
colour

each link L x W in total
number of links €

1312010200 2000 / 78.74 white 3.2 x 16 235 x 35 10 3.63

Example illustration: Wood Folding Rule in different colours

Other colours or advertising print 

are available on request!

Example illustration: Wood Folding Rule with advertising print

Folding Rules

III

facebook.com/VogelGermany

Never miss any news about our products,
promotions and offers.

Follow us on Facebook.

Any questions?

We are pleased to advise.
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Pocket Measuring Tapes

Pocket Measuring Tape
tolerance class II acc. to MID

• exceptional tape stability
• suitable for craftsmen and industry 
• ergonomic design 
• lies save and non slip in your hand

• rugged and rubber covered housing with stainless metal clip and lanyard
• yellow coated blade, high rubb-off resistant and kink resistant
• self adjusting end-hook, with magnetic dots
• long-life spring made of special steel, automatic blade return and blade stop
• black/red figures, black scale
• from up to 25 mm blade with 3 rivets fixed
 > 25 mm blade with 2 rivets fixed

± mm mm mm €
graduation in mm

141003 3 m 0.9 16 65 x 65 x 35 1400 3.31

141005 5 m 1.3 19 65 x 73 x 35 1750 4.57

141008 8 m 1.8 25 80 x 85 x 40 2100 7.46

141010 10 m 1.8 25 80 x 85 x 40 2100 9.21

graduation in mm/inch

141103 3 m / 122 inch 0.9 16 65 x 65 x 35 1400 3.31

141105 5 m / 197 inch 1.3 19 65 x 73 x 35 1750 4.57

141108 8 m / 315 inch 1.8 25 80 x 85 x 40 2100 7.46

± mm mm mm €
141403 3 0.9 19 80 x 75 x 35 1750 6.77

141405 5 1.3 25 80 x 75 x 42 2100 8.17

141408 8 1.8 25 80 x 75 x 42 2100 11.36

Pocket Measuring Tape, in stainless steel metal housing
tolerance class II acc. to MID

• exceptional tape stability
• suitable for craftsmen and industry 
• with graduation on front- and backside 
• backside with crosswise graduation for 
 comfortable vertical reading 
• autom. blade-stop
• lies save and non slip in your hand

• rugged and rubber covered housing, with stainless metal clip and lanyard
• yellow coated blade, high rubb-off resistant and kink resistant 
• self adjusting end-hook, with magnetic dots
• long-life spring made of special steel, automatic blade return and blade stop
• black/red figures, black scale
• from up to 25 mm blade with 3 rivets fixed
 > 25 mm blade with 2 rivets fixed

141408 141405
141403

with hanging card

backside: vertical reading

141003

II

MID
CODE

II

MID
CODE
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Pocket Measuring Tapes and Laser Distance Meter

Electr. Digital Measuring Tape
• exceptional tape stability 
• LCD display with clear digits
• weatherproof housing 
• lies save and non slip in your hand

• rugged and rubber covered housing with stainless metal clip and lanyard
• yellow coated blade, high rubb-off resistant
• self adjusting end-hook, automatic blade return and blade stop
• adjustable readout in display from either side of the housing,
 mm/inch switchable 
• black/red figures, black graduation, no holes punched in the blade
• zero setting at any position, with data hold function, On/Off button
• incl. 1x 3 V battery (type CR2032, art.-no.: 90112), and operation manual

cm ± mm mm mm €
€URO

140105 5 m / 16 ft 1 1.5 19 75 x 70 x 32 1700 33.75 31.00

cm w mm mm mm €
€URO

140108 5 m / 16ft 1 1.5 19 65 x 4.3 x 65 1700 37.87 95.00

display on the backside

with point laser

laser output

CR2032
Lithium

3V

II MID
CODE

Pocket Measuring Tape with Laser Distance Meter   NEW
tolerance class II acc. to MID

• exceptional tape stability
• only suitable for indoor use

• nylon-wrapped, black tape, extremely scratch resistant and kink resistant
• sliding hook, for internal and external measurement 
• long-life spring made of special steel
• automatic blade return and blade stop
• white/red figures, white scale
• scaling on both sides in mm/cm

Laser Distance Meter
• the instrument measures distance, area and volume
• indirect measuring for height measuring
• calculation of angles and triangular areas, trapezoidal faces and much more

• measuring range 0 – 30 m, reading 0,001 m
• max. total accuracy ± 1,5 mm, laser wavelength 19 nm
• „low-battery display“
• measuring in meter, inch or engl. feet, measurement speed 0.5 sec.
• autom. power off: after ~20 sec.
• operation temperature -10 °C ~ +40 °C, storage temperature -20 °C ~ +60 °C
• user-friendly rubber buttons, sound signal by pressing the buttons
• laser class II, FCC test part 15, EN 60825-1:2007 and others
• laser parameter 620 – 660 nm, output max.1 mW
• with 3.7 V Li-Ion rechargeable battery, incl. charger 5 V AC
 and operation manual 
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Indirect Measure Distance Measure

Area Measure Volume Measure

a2 + b2 = c
Use Pythagorean 

Theorem to measure 
the distance

Laser Distance Measurer

m m w mm nm mW €
€URO

140134 0.05 – 100 0.001 5 620 ~ 670 max. 1 120 x 56 x 27 50.11 95.00

m m w mm nm mW €
€URO

140132 0.05 – 100 0.001 2 620 ~ 690 max. 1 117 x 52 x 27 85.48 95.00

Laser Distance Meter   NEW
• the instrument measures distance, area and volume 
• distances can be added or subtracted
• indirect measuring for height measuring
• calculation of angles and triangular areas, trapezoidal faces and much more
• Pythagoras-Function 1: calculation of distance using two related measurements
• Pythagoras-Function 2: calculation of distance using tree related measurements
• angle sensor 0° – 150°

• „low-battery-display“, with backlight, memory function for 50 measurements 
• measuring in meter, inch or engl. feet switchable, measurement speed 0,5 sec.
• autom. power off: laser beam after ~ 30 sec., device after ~ 180 sec.
• operation temperature -10 °C ~ +40 °C, storage temperature -20 °C ~ +65 °C
• user-friendly rubber buttons, sound signal by pressing the buttons
• laser class II, FCC test (part 15), EN 60825-1:2007 
• laser parameter 620 – 690 nm, output max. 1 mW
• carrying bag with belt loop, hand loop, 2x 1.5 V battery (type AAA, art.-no.: 90002) 
 and operation manual

Laser Distance Meter   NEW
• the instrument measures distance, area and volume 
• distances can be added or subtracted
• indirect measuring for height measuring
• calculation of angles and triangular areas, trapezoidal faces and much more
• Pythagoras-Function 1: calculation of distance using two related measurements
• Pythagoras-Function 2: calculation of distance using three related measurements

• „low-battery-display“, with backlight, memory function for 20 measurements 
• measuring in meter, inch or engl. feet switchable, measurement speed 0.1 ~ 4 sec.
• autom. power off: laser beam after ~15 sec., device after ~120 sec.
• operation temperature -10 °C ~ +40 °C, storage temperature -20 °C ~ +65 °C
• user-friendly rubber buttons, sound signal by pressing the buttons
• laser class II, FCC test (part 15), EN 60825-1:2007 
• laser parameter 620 – 670 nm, output max.1 mW
• carrying bag with belt loop, hand loop, 2x 1.5 V battery (type AAA, art.-no.: 90002) 
 and operation manual

Indirect Measure Distance Measure

Area Measure Volume Measure

a2 + b2 = c
Use Pythagorean 

Theorem to measure 
the distance
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Beginning of tape

Measuring Tapes

Measuring tapes in a light metal diagonal frame   NEW
acc. to tolerance class II

• product for highest demands

• in a robust and rigid light metal frame
• ergonomic handle
• crank core with metal shaft, ensures fatigue-free measurement work
• lasting ease of the tape when rolling in and out
• with different beginnings for the tabs
• measuring tape made of steel, painted white, with black figures 
• graduation and numbering through transparent lacquer protected against abrasion 
• graduation in mm, one side

Measuring tapes in a light metal triangle frame   NEW  
acc. to tolerance class II

• product for highest demands

• in a robust and rigid light metal frame
• ergonomic handle
• crank core with metal shaft, ensures fatigue-free measurement work
• lasting ease of the tape when rolling in and out
• with different beginnings for the tabs
• measuring tape made of steel, painted white, with black figures 
• graduation and numbering through transparent lacquer protected against abrasion 
• graduation in mm, one side

type
m mm €

143201

type A

10 13 25.47
143202 20 13 29.99
143203 30 13 38.48
143204 50 13 51.78
143205

type B

10 13 25.47
143206 20 13 29.99
143207 30 13 38.48
143208 50 13 51.78
143209

type C

10 13 25.47
143210 20 13 29.99
143211 30 13 38.48
143212 50 13 51.78

type
m mm €

143301

type A

10 13 29.15
143302 20 13 33.67
143303 30 13 42.16
143304 50 13 55.46
143305

type B

10 13 29.15
143306 20 13 33.67
143307 30 13 42.16
143308 50 13 55.46
143309

type C

10 13 29.15
143310 20 13 33.67
143311 30 13 42.16
143312 50 13 55.46

143201

type B

Beginning of tape

type A type C

type C

type B

type A

143201

143301

II

II
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Beginning of tape

Measuring Tapes in a light PVC coated steel case   NEW
acc. to tolerance class II

• product for highest demands

• in a robust and PVC coated steel case
• crank core with metal shaft, ensures fatigue-free measurement work
• Lasting ease of the tape when rolling in and out
• with different beginnings for the tabs
• Measuring tape made of steel, painted white, with black figures
• graduation and numbering through transparent lacquer protected against abrasion 
• graduation in mm, one side

type C

type
m mm

€
143101

type A

10 13 17.17

143102 20 13 25.89

143103 30 13 33.76

143104 50 13 48.50

143105

type B

10 13 17.17

143106 20 13 25.89

143107 30 13 33.76

143108 50 13 48.50

143109

type C

10 13 17.17

143110 20 13 25.89

143111 30 13 33.76

143112 50 13 48.50

type B

type A

143101

Measuring Tapes

II
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Beginning of tape

plumb type U
• material stainless steel
• weight is attached by a swivel hook
• graduated one side only
• cylindrical with flat bottom 
• 121 mm long, ø 25 mm 
• graduation: mm
• weight: 400 g

plumb type D
• material brass
• weight is attached by a swivel hook
• graduated one side only
• cylindrical with tip
• 171 mm long, ø 22 mm
• graduation: mm
• weight: 400 g

Tank Dipping Tapes of stainless steel   NEW
acc. to tolerance class II

• tolerance class II, ± a + bL  
 (a = 0,3mm, b = 0,2 mm, L = length in m) 

• available on request: 
 tolerance class I, ± a + bL  
 (a = 0,1mm, b = 0,1 mm, L = length in m)

• strong frame of anodised light metal with oblique handle
• strong foldable winding arm of anodised light metal
• winding drum of durable plastic
• bright graduation and figures, on dark background
• graduation in mm, one side

Tension
• the tension force of the tape is in accordance with the weight of the dip weight  
 (indicate when ordering for which dip weight the tapes should be used)

Options
• type plumb U, art.-no.:143601
• type plumb D, art.-no.:143602

plumb type
m mm

€
143501

U

10 13 x 0.2 43.90

143502 20 13 x 0.2 51.75

143503 30 13 x 0.2 58.86

143504 50 13 x 0.2 79.70

143511

D

10 13 x 0.2 38.99

143512 20 13 x 0.2 46.84

143513 30 13 x 0.2 53.95

143514 50 13 x 0.2 74.80

plumb type U

plumb type D

steel, high etched

stainless steel, high etched

type D

type U

143501

143511

143601 143602

II

Measuring Tapes

Dipping Tapes dimensions for other 

applications on request!



Our certified QM-System is constantly controlled and improved by
internal and external Audits of TÜV Rheinland.

CC

DAkkS

Calibration certificates for our products on request, please!

Workshop Calibration Certificate in german or english language, acc. to DIN/ISO etc.
Scope: Calibration certificate indicating the deviation and limits of normal
 and with the test curve(s) for the measured according to the criteria
 of standards, confirmation of their performance. Confirmation of
 traceability to national normal, indicating an identification number.
Validity: Individually for each single instrument/device.Period of validity in 
 accordance with your quality management manual (usually 12 month)
Price: See our price list, prices valid only for initial delivery from the factory,
 price for re-calibration on request, please.

Calibration test report by an accredited testing laboratory
Scope: As mentioned above, calibration test report as mentioned above, 
 but accredited by testing laboratory.
Validity: Individually for each single instrumen/device. Period of validity in accordance 
 with your quality management manual (usually 12 month)
Price: See our price list, prices valid only for initial delivery from the factory,
 price for re-calibration on request, please.

www.vogel-germany.de

Quality management

11
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Explanations

In our catalogue you will find several pictograms beside the text description.
They should be helpful for a quick and easier explanation of the articles and their attributes.

Norms, accuracy-classes, regulations

I Article fulfils the standard of the tolerance class I

II Article fulfils the standard of the tolerance class II

III Article fulfils the standard of the tolerance class III

E1 Article fulfils the respective verification standard

CC Workshop calibration certificate, inclusive

Article with CE classification

MID
CODE

Directive of the European Parliament 
and of the council on measuring instruments

T2 Article with strengths tolerances acc. to DIN 2275

T3 Article with strengths tolerances acc. to DIN 2275

ASTM Article fulfils the respective American standard

ANSI Article fulfils the respective American standard

BS Article fulfils the respective British standard

JIS K Article fulfils the respective Japanese standard

DIN Article fulfills the respective DIN standard

DIN EN Article fulfils the respective DIN EN standard

ISO Article fulfils the respective ISO standard

DIN ISO Article fulfils the respective DIN ISO standard

Article manufactured acc. to tolerances of workshop standard

Article with seal: “TÜV/Geprüfte Sicherheit (GS)“

Article with seal: “TÜV“

IEC / EN Article fulfils the respective norm standard

Several Icons

Article-Number

Reading / Resolution

Cross section of the article

Max. total accuracy(±)

Repeatability (±)

Individual measuring range

Article dimension

Measuring- and weighing-unit selectable or swichtable

Optical tolerance signal

Corresponding battery included

Corresponding battery included

LR41
1,5V Corresponding cell battery included

LR44
1,5V Corresponding cell battery included

CR1632
Lithium

3V Corresponding lithium battery included

CR2032
Lithium

3V Corresponding lithium battery included

Accu

Power supply

Laser protection class

Magnet power

Induction

Laser wavelength

Shock proof

Stand out

Reading in mm and inch

Reading in cm and inch

ABS/INC Article with ABS/INC measuring system

ABSOLUTE Article with ABSOLUTE measuring function

WARRANTY Warranty 1, 2 or 3 years



www.vogel-germany.de

Explanations

13

Product specifications

Caliper jaw length

Measuring internal dimension

Caliper jaws (cross shape)

Caliper jaws (knife shape)

Depth Gauge

Fine adjustment

Thread pitch

Measuring inside

Measuring outside

Pointer rotation

Setting gauge

Manufacturing process

Article with laser engraved scale / graduation

Article with etched scale / graduation

Article with printed scale / graduation (Pad print)

Hardened

Carbide measuring faces

INOX Stainless steel

Icons for data process

RS232 C RS232 data output by data cable

OPTO RS232 C Opto RS232 data output

PROXIMITY Proximity data output, inductive, contactless 

Data output by USB and data cable

Data output by USB and Mini USB
(compatible with Mitutoyo Digimatic)

wireless communication (WiFi / WLAN) possible

wireless communication via Bluetooth® possible

Vogel Germany GmbH & Co. KG

Messwerkzeugfabrik

Ossenpass 4 - D-47623 Kevelaer

Postfach 1351 - D-47613 Kevelaer

Telefon: +49 (0) 28 32 - 92 39 - 0  -  Telefax: +49 (0) 28 32 - 36 21

info@vogel-germany.de - ww.vogel-germany.de

Software on CD-Rom

ORIGIN Setting the absolute zero point

Protection (IP class) acc. to DIN 40050 / IEC 60529 etc.

IP 40
Protected against solid particles Ø > 1 mm

IP 44
Splash water resistant

IP 51
Drop water resistant

IP 52
Drop water resistant

IP 53
Dust and spray water resistant

IP 54
Dust and spray water resistant

IP 65
Dust and jet water resistant

IP 67
Water and oil resistant (at times)

Article is explosion proof

Article with UL-certificate (american safety norm)

Prices and delivery

We charge transport and packing costs

€ Artikle price

Certificate inclusive (no additional costs)

€URO

Certificate price 
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Advantages of our Stainless Steel Rules

 We use very high quality German steel from steel plants
  • steel code 1.4310
  • due to the high chromium content has this steel best stainless steel attributes

 Our stainless steel rules are permitted in food industry and medical technology 

  • because we only use high quality steel (1.4310)
  • because we have a special process for scaling / marking (etching technology)

   Our etching technology does not require aggressive acids and no toxic paints.

   Our environmental friendly etching technology is developed in 1993 by our own engineers.
   For this reason we do have the permission to supply our stainless steel rules to the food industry and medical technology. 

  Other steel rule standards are not approved for these field in Europe.

   Many manufacturers etch the scales and steel rules with aggressive acid. Afterwards the graduation is colored with toxic paint 
  (mainly in black and red). But the color may be dissolved slowly in liquids.

   That means these steel rules are not permitted in the tank construction and boiler industry: not for the drinks-, food industry
   and not for medical technology at all.

 Unique in the world:
  Lengths from 4 -16 meter in one piece, with high repeatability, acc. to workshop standard  
  • due to our unique production process we can provide you with extra ordinary lengths, with a high grade of repeatability

 Production of special-scales 

  • we offer interesting special scales for e.g. mechanical engineering, shipbuilding, container, tank- and  
  boiler construction

  • scales as desired, e.g. reading from bottom to top or from top to bottom
  • scales according to your specifications and drawings

 Accuracy of our steel rules and scales 

  • We manufacture according to tolerance classes I and II (similar to MID 2014/32 / EU), or acc. to workshop grade

 Calibration Certificates on request
Any questions?

We are pleased to advise!

tolerances according to accuracy class II
total length graduation in ± mm 500 1000 1500 2000 3000 4000

permitted tolerance in ± mm 0.40 0.50 0.60 0.70 0.90 1.10

Accuracy class II according to DIN 
2014/32 / EU (MID)

0.70 0.70 0,90 0.90 1.10 1.30

tolerances according to British Standard (BS 4372:1968)
total length graduation in ± mm 150 300 500 1000

permitted tolerance in ± mm 0.10 0.10 0.20 0.25

tolerances according to accuracy class I
total length graduation in ± mm 500 1000 1500 2000 3000 4000

permitted tolerance in ± mm 0.15 0.20 0.25 0.30 0.40 0.50

Factory standard
total length graduation in ± mm 500 1000 1500 2000 3000 4000

permitted tolerance in ± mm 0.80 0.80 1.20 1.20 2.0 2.0
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a = mm
GG 0

(2+a/100)µ
GG 1

(4+a/60)µ
GG 2

(8+a/40)µ

300 5 - -

500 7 12 21

750 9,5 17 27

1000 12 21 33

1500 17 29 46

2000 22 37 58

2500 27 46 71

3000 32 54 83

4000 42 71 108

5000 52 87 133

6000 62 104 158

Aluminium rulers are particularly light and handy compared to steel rulers. Our aluminium rulers get their particularly 
high wear resistance and corrosion resistance through the special hard coating.

 Coat properties
   

 • Coat thickness approx. 50µ

 • Hardness 500 - 55HV

 • High electrical insulation / 4 x 1015 W mm2/m

 • Minor thermal conductivity

 • Good sliding property

 Flatness tolerances for straightedges according to DIN 874

  The formulars given in the basic form the basis for the calculation of the flatness tolerances. (Rounded tolerances)
   The sketch below shows the optimal support points for storage. Please note that the tolerances specified according to DIN are only valid if 

the support points are met. Double values apply for the parallelism of the measuring surfaces to one another.

Flat and assembly rules made of aluminium and steel

 Length tolerances

  Length tolerances of folding rules, measuring tapes and roller tapes, are as per EC accuracy class

a = mm 0.5 1 2 3 5 10 15 20 25 30 50

EG I / mm 0.2 0.2 0.3 0.4 0.6 1.1 1.6 2.1 2.6 3.1 5.1

EG II / mm 0.5 0.5 0.7 0.9 1.3 2.3 3.3 4.3 5.3 6.3 10.3

EG III / mm 1 1 1.4 1.8 2.6 4.6 6.6 8.6 10.6 12.6 20.6

bearing point bearing point

0,22 x a 0,22 x a0,56 x a

a

f2


